
































WireCrafters Inside Slide Door

INSTALLER NOTES 
1. Doors wider than 5’ are made up of multiple door panels (see page 16), and use two pieces of track spliced at Track Bracket (A).
2. Component parts attach using self-drilling screws. Use variable speed screw gun with adjustable clutch or depth locating nose piece. Use care not to

over tighten and strip threads.  DO NOT USE IMPACT TYPE GUNS. Securely clamp part in place before attaching with self drilling screws.
3. Partition wall should be set up and anchored to floor. It is CRITICAL that posts are plumb and in line.  Door opening should be square.

Inside Slide Door
1. Check that door posts are anchored and plumb.
2. Using a 3/8” x 3” bolt and one Slide Door Shim(O), install Splice Track Bracket (A) on inside of door post (B) opposite door receiver post (C).

Place the shim between the bracket and the post.  Note: If enclosure has ceiling, use a 3/8” x 1” bolt to attach bracket see Fig.1.
3. Place two 4 wheel trolley trucks (F) into track (D). Using one 3/8” x 1” bolt attach track bracket (G1) to track.

a. Check that trucks roll freely in track.
4. Slide open end of track (D) into Splice Track Bracket (A). Using one 3/8” x 3” bolt and one Slide Door Shim (O), attach track bracket (G1) to inside

of receiver post (C) see Fig 2.
5. Invert Track Bracket (G2) and attach to far end of Track (D) using one 3/8” x 1” bolt.  If end of track aligns with post, do not invert track bracket.

a. For doors wider than 5’
i. Attach inverted bracket to far end of second track section.

ii. Slide open end of second track section (D) into open end of Splice Track Bracket (A).
6. Using one 3/8” x  2-1/2” bolt, one slide door shim (O) and one 2” Slide Door Spacer (P), attach the inverted track bracket on the far end of Track

(D) to the wire mesh panel. TRACK MUST BE LEVEL.
a. Per Fig. 3 place one 2” Slide Door Spacer between the Track Bracket and the mesh, and the Slide Door Shim on the outside of the mesh and

fasten in place with one 3/8” x 2-1/2” bolt and hex nut.
b. Should Track Bracket (G-2) align with post, attach upright track bracket to post with 3/8” bolt.

7. For doors wider than 5’ or taller than 8’, assemble door panels to form door assembly. See Slide Door Panel Assembly page 16.
8. Hang door (I) on Trolley Trucks.

a. Two 9/16” round holes on top of door assembly match trolley bolts.
b. Trolley bolts should have one nut above and below door frame; upper “jam” nut should be backed off until door operation is finalized.

9. Lag door guide (M) to floor with two floor anchors see Fig 4.
10. Raise door to desired sweep space using lower trolley nut.

a. Stock doors without lower angle cover bar have 3-1/4” sweep space.
b. Stock doors with lower angle cover bar have 1-3/4” sweep space.
c. Door must be level for proper operation.

11. Door should slide freely. If not check that trolley trucks are properly aligned in track.
12. If applicable, install cylinder lock in door, see page 11.
13. Install Lock Receiver (N). See Fig.5 and Slide Door Receiver instruction on page 17.
14. Fine tune door by tightening/loosening trolley truck nuts.

a. When door operates smoothly and locks consistently, tighten top jam nut.
b. Be sure not to cock trolleys sideways when tightening jam nut. It may be necessary to hold bolt with pliers while tightening jam nut.
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WireCrafters               Inside Slide Door

22Revision 2.2 04/06/17 18Revision 2.5 05/02/23



SLIDE DOOR PANEL ASSEMBLY 
1. Attach door panel (A) to leaf panel(s) (B) with 3/8” x 1”

bolts. 
a. 10’ wide doors have 4’ 2” wide door panel, 4’

wide leaf panel, and 2’ wide leaf panel. 
2. For 10’ high doors, attach  2’ high DEP panel (C) 

a. Attach two 18” DEP Channels (D) with 3/8” x 1”
carriage bolts to splice connection between door
and DEP see Fig.1. 

3. For 8’ high doors, attach one 18” DEP Channel (D) per 
joint, to top frame with 3/8” x 1” carriage bolts, see Fig.2.

4. Attach lower angle cover bar (E) to bottom of door with
3/8” bolts and nuts. 

WireCrafters          6’ or Wider Slide Door Panel Assembly 

SLIDE DOOR PANEL ASSEMBLY 
1. Attach door panel (A) to leaf panel(s) (B) with 3/8” x 1” 

bolts. 
a. 10’ wide doors have 4’ 2” wide door panel, 4’ 

wide leaf panel, and 2’ wide leaf panel. 
2. For 10’ high doors, attach  2’ high DEP panel (C) 

a. Attach two 18” DEP Channels (D) with 3/8” x 1” 
carriage bolts to splice connection between door 
and DEP see Fig.1. 

3. For 8’ high doors, attach one 18” DEP Channel (D) per
joint, to top frame with 3/8” x 1” carriage bolts, see Fig.2. 

4. Attach lower angle cover bar (E) to bottom of door with 
3/8” bolts and nuts. 

WireCrafters      6’ or Wider Slide Door Panel Assembly
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WireCrafters          Slide Door Receiver

Note:
Component parts attach using self-drilling
screws. Use variable speed screw gun with
adjustable clutch or depth locating nose piece
when installing self-drilling screws.  DO NOT
USE IMPACT TYPE GUNS.

RECEIVER LOCATION :
1. Measure from floor to center of the

installed slide door’s lock opening-
normally 49” for stock doors.

a. Be sure proper sweep space has 
been set before measuring.

2. Subtract 10” from the above 
measurement to get the dimension from
the floor to the bottom of Lock Receiver
(A)-normally 39” for stock doors.

a. Mark post. 
3. Place leg of Lock Receiver (A) with

eight slotted holes against receiver post.
a. See Fig.1 for receiver (A)

orientation.
b. Align bottom of receiver with

spot marked in Step 2 above.
4. Align opposing leg of Lock Receiver (A)

with square holes with edge of post.
5. Attach Lock Receiver (A) to door post

with four self-drilling screws.
6. Using four 5/16” x 1” carriage bolts,

securely attach Lock Receiver (B) to
(A).

7. Fine tune door up or down so that the 
door’s tubular lock tongue guard 
overlaps lock receiver tube. DOOR
MUST BE LEVEL.
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FIG.2

FIG.1

FACE SIDE
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WireCrafters    Basic Ceiling 
INSTALL SLOTTED ANGLE 

1. Cut slotted angle 1/2” shorter than panel width.
2. Install slotted angle on the top panel with one leg up to the inside of the

enclosure or wall using 3/8” x 1” bolts.
3. Lift panels into place, face side up, and bolt to slotted angle with 3/8” x

1” bolts.
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WireCrafters       2” x 2” Horizontal Ceiling Tube 

2” x 2” CEILING TUBE 
1. Note overall layout of ceiling.
2. Identify location(s) of 2” x 2” horizontal

ceiling tube(s) (A).
3. Using two self drilling screws, center and

attach one 3/16” x 1-3/4” x 3”ceiling bracket
(B) on posts(D) where horizontal ceiling
tubes are to be installed.

a. Place so that leg of ceiling bracket is
flush with top leg of wall panel per
Fig.1.

b. Clamp part in place before using self
drilling screws.

4. Align horizontal ceiling tube (A) with posts
(D), attach to bracket (B) with self-drilling
screws per Fig.2.

a. See detail page 23 if one end of
ceiling tube mounts directly to
building wall.

5. Install slotted angle (C) on top of wall panels
per instruction page 19.

6. Lift panels into place, face side up, and attach
to slotted angle with 3/8” x 1” bolts.

7. Use self drilling screws to attach panels to
horizontal ceiling tubes Fig.3.

a. Position panels to eliminate any sag
in ceiling before fastening in place. 25Revision 2.5 05/02/23 
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WireCrafters       2” x 6” Horizontal Ceiling Tube 

2” X 6” CEILING TUBE 
1. Note location(s) of 2” x 6” horizontal ceiling tube(s) (A).
2. Lift ceiling tube (A) so that holes in mounting plates match holes at top of partition

wall post (D).
a. See detail page 23 if one end of ceiling tube mounts directly to building wall.

3. Connect ceiling tube to wall post with two 3/8” x 3” bolts and nuts, and tighten
securely.

a. Installer: use 3/8” flat washer (not provided) on nut and bolt side see Fig.1
4. Install slotted angle (C) on top of wall panels per instruction page 19.
5. Use 3/8” x 3” bolts to attach ceiling panels to 2” x 6”ceiling tube.
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WireCrafters  Ceiling Tube Masonry Connections
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Fig.1
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NON-STOCK COMPONENT LOCATION WORK SHEET 
All locations are from floor to bottom of component 

Fill in blanks with appropriate Dimensions before starting calculations

Sweep Space ________ 
Door Leaf Height  ________ 
Center Line of Door  ________  (Divide Door Leaf Height in Half)
Center Line of Tongue Hole in Door Leaf  ________ 
Bottom Door Leaf Height________ (Dutch Door Only) 
Top Door Leaf Height ________ (Dutch Door Only) 

 Hinge Door Components 

Bottom Hinge Location   :    Sweep Space + 4” = ________ 

Center Hinge Location    :     (Sweep Space + Center line of Door) then subtract 2” = _________ 

Top Hinge Location      :    (Door Height + Sweep Space) then subtract 8” =________ 

Receiver Location           :     (Center Line of Tongue Hole in Door Leaf + Sweep Space) then Subtract 3 1/2” =________ 

Angle Pick Plate        :  (Center Line of Tongue Hole in Door Leaf + Sweep Space) then Subtract 10” =________ (Inside Swing Only) 

Dutch Door Components 

Bottom Hinge Bottom Leaf    :    Sweep Space + 4” = ________ 

Top Hinge Bottom Leaf          :    (Sweep Space + Bottom Door Leaf Height) then subtract 8” = _________ 

Bottom Hinge Top Leaf          :    Bottom Door Leaf Height + Sweep Space + 5/8” + 4” =________ 

Top Hinge Top Leaf :    (Bottom Door Leaf Height + Sweep Space + 5/8” + Top Door Leaf Height) then subtract 8” =________

Receiver Location :   (Center Line of Tongue Hole in Door Leaf + Sweep Space) Subtract 3 1/2” =________ 
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WireCrafters 800-626-1816

Thanks for using 

WireCrafters 

woven wire partitions. 

Tool Cribs • Storage Lockers • Machine Guards • Mezzanine Rails • Pallet Rack Backs • Security Enclosures 
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WireCrafters 

We appreciate your business, and hope to work with you on future projects.  A significant effort went into creating 
this instruction booklet and we are interested in your comments regarding it.  Please answer the questions below, 
tear off this page, and fax it to us at 502-361-3857, or fold on the dotted lines, tape shut, and drop in the mail.  We 
welcome your suggestions and observations. 

Drawing or B/L Number______________                 Date Installed_____________ 

Did you find any of the instructions confusing? If so which one(s) and why. _______________________________

____________________________________________________________________________________________

Generally, the instructions are (circle one):      Too detailed              About right            Too general 

Did you encounter any assembly problems? If so please describe. _______________________________________

____________________________________________________________________________________________

Did the product arrive in good condition? _________________________________________________________

____________________________________________________________________________________________

Are you satisfied with the product? If not please explain. ______________________________________________

____________________________________________________________________________________________

Other Comments______________________________________________________________________________

____________________________________________________________________________________________
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